
Technical  specifications

Buoyancy:  160N
Size:  Over 40 kg
Colour:  Fluorescent yellow
Weight:  1,1 kg
Operating 
head:    Halkey-Roberts 

PRO 1F
Approval :  ISO 12402-3   
 

WWW.REGATTA.NO

DEALER:

w
w

w
.h

at
le

h
o

ls
.n

o

•  The lifejacket is made of 
materials and components which 
can withstand daily and hard use

•  Solid PVC-coated cover for easy 
cleaning and durability

•  Adjustable belt with buckle and 
D-ring in stainless steel

•  Inspection hatch for quick and 
easy check of the operating head

•  Operating head developed 
for professional use with
practical solution for inspection

•  Toggles for attachment to 
clothing

•  Automatic inflation in contact 
with water

•  For manual inflation, use the pull 
cord or oral tube

•  Fluorescent yellow material and 
SOLAS reflective tape on lung 
give high visibility

•  Equipped with grab loop and 
whistle

•  Additional equipment: crotch 
strap, wateractivated light, fire 
resistant “Panotex” cover 

•  Requires technical inspection 
and annual maintenance. Read 
instructions carefully!

•  Maintenance: Recharge kit
 (33 gr cylinder w/ bayonet fitting 
and bobbin) and bobbin

•  Logo can be printed on the 
lifejacket – please contact us for 
information
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REGATTA WORKSAFE PRO
REGATTA WORKSAFE PRO IS DEVELOPED IN CLOSE COOPERATION WITH THE AQUACULTURE INDUSTRY. THE 
LIFEJACKET IS LIGHT WEIGHTED AND DESIGNED FOR OPTIMAL FREEDOM OF MOVEMENT. ESPECIALLY FITTED 
FOR PROFESSIONAL USE FOR EX. AQUACULTURE INDUSTRY, BOATS, OFFSHORE ETC. ROUNDED SHAPE WITH 
NEOPRENE-LINED COLLAR GIVES VITAL COMFORT. THE LIFEJACKETS PATENTED INTERLOCKING LOBE DESIGN 
PROVIDES AN EFFECTIVE WAVE BARRIER, WHICH DIRECTS THE WATER AWAY FROM THE FACE.
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